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arrival, and such logs shall be at once
driven to the owner’s storage boom.

(d) Parties authorized to run logs on
the river shall have the use of the river
on successive days in rotation to run
their logs from their storage boom
down, but not more than 1,000,000 feet,
board measure, shall be released from
the storage booms on any one day. Said
parties must provide a sufficient force
of log drivers to keep their logs in mo-
tion throughout the section of river
above mentioned, so as to avoid ob-
structing the general navigation of the
river.

(e) When a drive is made it shall be so
conducted that not more than 1,500,000
feet, board measure, of logs shall pass
any point on the river in 24 hours. The
decision of the agent appointed by the
United States shall be final as to the
quantity of logs running at any time.

(f) This section shall remain in force
until modified or rescinded.

[Regs., Feb. 24, 1905]

§ 207.390 [Reserved]

§ 207.420 Chicago River, Ill.; Sanitary
District controlling works, and the
use, administration, and navigation
of the lock at the mouth of river,
Chicago Harbor.

(a) Controlling works. The controlling
works shall be so operated that the
water level in the Chicago River will be
maintained at a level lower than that
of the lake, except in times of exces-
sive storm run-off into the river or
when the level of the lake is below
minus 2 feet, Chicago City Datum.

(1) The elevation to be maintained in
the Chicago River at the west end of
the lock will be determined from time
to time by the U.S. District Engineer,
Chicago, Illinois. It shall at no time be
higher than minus 0.5 foot, Chicago
City Datum, and at no time lower than
minus 2.0 feet, Chicago City Datum, ex-
cept as noted in the preceding para-
graph.

(b) Lock—(1) Operation. The lock shall
be operated by the Metropolitan Sani-
tary District of Chicago under the gen-
eral supervision of the U.S. District
Engineer, Chicago, Illinois. The lock
gates shall be kept in the closed posi-
tion at all times except for the passage
of navigation.

(2) Description of lock.

Feet

Clear length ............................................................. 600
Clear width ............................................................... 80
Depth over sills ........................................................ 1 24.4

1 This depth is below Chicago City Datum which is the zero
of the gages mounted on the lock. The clear depth below Low
Water Datum for Lake Michigan, which is the plane of ref-
erence for U. S. Lake Survey Charts, is 23.0 feet.

The east end of the northeast guide
wall shall be marked by an intermit-
tent red light, and by a traffic light
showing a fixed red or fixed green light.
The west end of the northwest gate
block shall be marked by a traffic light
showing a fixed red or fixed green light.
The east end of the southeast guide
wall and the west end of the southwest
guide wall shall be marked by an inter-
mittent white light.

(3) Authority of lockmasters. The
lockmaster shall be charged with the
immediate control and management of
the lock, and of the area set aside as
the lock area, including the lock ap-
proach channels. He shall see that all
laws, rules and regulations for the use
of the lock and lock area are duly com-
plied with, to which end he is author-
ized to give all necessary orders and di-
rections in accordance therewith, both
to employees of the Government and to
any and every person within the limits
of the lock or lock area, whether navi-
gating the lock or not. No one shall
cause any movement of any vessel,
boat, or other floating thing in the
lock or approaches except by or under
the direction of the lockmaster or his
assistants.

(4) Signals. (i) Signals from vessels for
lockage shall be by whistle, horn or by
idling or standing near the ends of the
lock guide walls. Signals from the
lockmaster shall be by the traffic light
and horn and/or by voice with or with-
out electrical amplification. In case of
emergency, the lockmaster may signal
the vessel by wave of hand or lantern,
and the signals thus given shall have
the same weight as though given by
visual or sound devices at the lock.
Vessels must approach the lock with
caution and shall not enter or leave the
lock until signaled to do so by the
lockmaster. The following lockage sig-
nals and duration of sound signals are
prescribed. A long blast shall be of 4
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